PMMA

Injection Grade

IF870S

Description

Appropriate for injection molding

High light transmission
High melt flow rate
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Good mechanical strength, surface hardness, weather resistance et
Free colorability due to crystal clarity

Application

Windows for electric home appliances, Cosmetics containers, Food containers
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Table

gt =2 £l by 2
ChkCE
ZHE nd - 1SO 489 1.49
HEN}S 3mm % 1SO 13468-1 92
Haze 3mm % 1ISO 14782 <0.5
ﬂclil_:-ll Ad Xl
a4 230C/3.8kg g/10min 1SO 1133 23.0
VICAT 92+ B/50 'C 1SO 306 90
EHAZ2LE _annealed 1.8MPa 'C ISO 75 86
M A 4 - 1/C ASTM D696 6X10°
2y 8=
Charpy Z2AUL notched kJ/m2 1SO 179 1.5
Rockwell A& M scale - ISO 2039-2 89
OIXp2hIE 5mm/min MPa ISO 527 56
QIZHAIE 5mm/min % ISO 527 2.8
IHEMIE Tmm/min GPa 1ISO 527 2.8
=34c 2mm/min MPa 1ISO 178 94
FTEE 2mm/min GPa 1ISO 178 2.8
2 g4=
H|= . g/cn 1SO 1183 1.19
g4 =5 - % ASTM D955 0.2-0.6
FESHE 24hr % ASTM D570 0.3
Flammability UL94 1.5mm Class IEC 60695-11-10 HB
X8 012 =2
OH| d= 2 HNg d=x 'C - 70-80
Ofla] H= A|ZF HsHd= hr - 4-6
882k - ’C - 210-240
=29 2k - ’C - 50-70

REMARKS : The listed values should be used for reference purpose only.

LB LX MMA

2022.LX MMA Corp. all rights reserved.



